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3ung] %Tf/@ 8 COM‘L HEXSCREW-1SO 4017-M8X20 LG. 4
—] ﬁ“\@) MCM PART# 93810A467 OR EQUIVALENT
7 COM " L WASHER 10
w MCM PART# 90965A190 OR EQUIVALENT
6 COML HEX NUT - M8 SILC. BRZ 16
7 5 COM " L CONICAL WASHER M8 8
MCM PART# 94007A112 OR EQUIVALENT
B 4 COM " L CONICAL SOCKET 8
MCM PART# 94007A212 OR EQUIVALENT
3 COM " L M8 X 65 LONG 4
THREADED ROD - 316L SS
2 880255 CONNECTING PLATE 1
1 880205 VAT SUPPORT CAVITY SUBASSY 1
) | TEM P.Il.N. DESCRIPTION QTY
PARTS LIST
FINISH UNLESS OTHERWISE SPECIFIED: |DRAWN BY DATE FERMI NATIONAL ACCELERATOR LABORATORY
DIMENSIONS ARE IN MILLIMETERS J.COGHILL O3FEB10| wda  UNITED STATES DEPARTMENT OF ENERGY
NOTES (UNLESS OTHERWISE SPECIFIED): N/A INTERPRET DIM PER ASME Y14.5M-1994 |CHECKED BY DATE | ™R 5o pox 500, BATAVIA, IL 60510-0500
BREAK ALL SHARP EDGES .75 MAX.
ALL MACH. SURFACES 3.2/ MAX. TITLE
1. ASSEMBLY MUST BE FREE OF DIRT, GREASE, OIL AND CHIPS.
A % ENGINEERED BY DATE 1.3GHZ UNIFIED CRYOMODULE
2. ASSEMBLY TO BE FREE OF ALL SHARP EDGES, CORNERS, AND BURRS. MATER AL TOLERANCES THIRD ANGLE PROJECTION CAVITY STRING
‘ : DATABASE TEAM/GROUP VAT_SUPPORT_CAV I TY_ASSY
- - SEE PARTS LIST X105 DESY EDMS | T4CM DESIGN [ 'SIZE [ CAGE CODE [DWG NO. REV
NEXT ASSY USED ON XXt - CAD SOL D MODEL NO. A2 O0USR6 |DOO0OO0O000880215| A
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